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THREE DIMENSIONAL MECHANICAL MODEL FOR SIMULATING THE NSM FRP STRIPS 
SHEAR STRENGTH CONTRIBUTION TO RC BEAMS 
Vincenzo Bianco 1, J.A.O. Barros 2 and Giorgio Monti 3 
 
Abstract: Shear strengthening of Reinforced Concrete (RC) beams by means of Near Surface Mounted (NSM) 
Fiber Reinforced Polymer (FRP) strips is an emerging technique for structural rehabilitation that is gaining 
increasing interest in the FRP community mainly because of some advantages it provides with respect to the 
better consolidated technique of the Externally Bonded Reinforcement (EBR). Those advantages encompass, 
mainly, a better exploitation of material and a higher protection against vandalism along with a relative faster 
applicability. Yet, the behavior of such NSM FRP strips is extremely complex, as can be gathered by 
experimental evidence, due to the complex geometry, the non linear mechanical properties of bond, and the 
scatter affecting the concrete tensile properties along with their non-linearity. In an attempt to provide valuable 
contribution to a better understanding of their behavior, a three dimensional mechanical model for simulating the 
shear strength contribution provided by a system of NSM FRPs to a RC beam throughout the loading process 
was recently developed. Its upgraded version is herein presented along with the main findings. It correctly 
interprets the experimental evidence taking into account complex phenomena such as the interaction between 
bond transferred force and concrete fracture along with the interaction between adjacent strips. 
 
Keywords: Numerical Model; FRP; NSM; Shear Strengthening; Concrete Fracture; Debonding; Tensile 
Rupture. 
 
Introduction 
Shear strengthening of RC beams by NSM technique consists of gluing FRP strips by a powerful structural 
adhesive into thin shallow slits cut onto the concrete cover of the web lateral faces. The most recent experimental 
works (Dias and Barros 2008, De Lorenzis and Rizzo 2006) devoted at appraising the effectiveness of such 
technique spotlighted the occurrence of a peculiar failure mode consisting of the progressive detachment and 
outward expulsion of the concrete cover from the underlying beam core. That failure mode was even more 
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pronounced in the case of low strength concrete beams (Dias et al. 2007). A subsequent experimental-analytical 
investigation (Bianco et al. 2007a) demonstrated, even by means of an analogy with adhesive anchors, due to the 
relatively still short amount of experimental results regarding NSM FRP strips, that such failure mode can be 
ascribed to the semi conical tensile fracture of concrete surrounding each NSM strip (Fig. 1). When principal 
tensile stresses transferred to the surrounding concrete exceed its tensile strength, concrete fractures along a 
surface, envelope of the compression isostatics, whose shape can be conveniently assumed as semi conical. 
Totally, depending on the relative mechanical and geometrical properties of the materials involved, the possible 
failure modes affecting the behavior, at ultimate, of NSM strips comprise: debonding, tensile rupture of the strip 
itself, concrete semi conical tensile fracture and a mixed shallow-semi-cone-plus-debonding failure mode 
(Fig. 1). The term debonding is adopted to designate loss of bond that is failure occurring within the adhesive 
layer or just a few millimeters inside the surrounding concrete so as the strip pull out results (Fig. 1). During the 
loading process of a RC beam subject to shear, when the concrete average tensile strength ctmf  is overcome at 
the web intrados, some shear cracks originate therein and successively progress towards the web extrados. Those 
cracks can be thought of as a single Critical Diagonal Crack (CDC) inclined of an angle θ  with respect to the 
beam longitudinal axis (Fig. 2). The CDC can be schematized as an inclined plane dividing the web into two 
portions sewn together by the crossing strips (Fig. 2a). At load step 1t , the two web parts separated by the CDC 
start moving apart by pivoting around the crack end (point E in Fig. 2b). From that step on, by increasing the 
applied load, the CDC opening angle ( )ntγ  progressively widens. The strips crossing the CDC oppose its 
widening by anchoring to the surrounding concrete to which they transfer, by bond, the force originating at their 
intersection with the CDC, liO , and due to the imposed end slip ( )[ ]Li ntδ γ . The capacity of each strip is 
provided by its available bond length fiL  that is the shorter between the two parts into which the crack divides its 
actual length fL . As the spacing between subsequent strips fs  is reduced, their semi-conical fracture surfaces 
overlap and the resulting envelope area progressively becomes smaller than the mere summation of each of them 
(see Fig. 3a). This detrimental interaction between strips can be easily taken into account by calculating the 
resulting semi-conical surface ascribed to each strip accordingly. For very short values of the spacing, the 
resulting concrete failure surface is almost parallel to the web face of the beam, which is in agreement with the 
failure mode observed experimentally, consisting in the detachment of the concrete cover from the underlying 
beam core (see Fig. 13). Since the position of those semi-conical surfaces is symmetric with respect to the 
vertical plane passing through the beam axis, the horizontal outward components of the tensile strength vectors 
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distributed throughout their surfaces are balanced only from an overall standpoint but not locally (Fig. 3b). This 
local unbalance of the horizontal tensile stress component orthogonal to the beam web face justifies the outward 
expulsion of the concrete cover in both the uppermost and lowermost parts of the strengthened sides of the web 
(Fig. 13). 
Main algorithm 
The algorithm adopted (Fig. 4), takes as input both geometrical and mechanical parameters i.e.: depth wh  and 
width wb  of the strengthened beam web; inclination of both the Critical Diagonal Crack (CDC) angle θ  and the 
strips β  with respect to the beam longitudinal axis; strips’ spacing measured along the beam axis fs ; angle α  
between axis and generatrices of the semi-conical fracture surface; concrete average compressive strength cmf ; 
strips’ tensile strength fuf  and Young’s modulus fE ; thickness fa  and width fb  of the strip’s cross section; 
values of bond stress 0 1 2, ,τ τ τ  and slip 1 2 3, ,δ δ δ  defining the adopted local bond stress-slip relationship; 
increment γ  and maximum value maxγ  of the opening angle of the CDC. The algorithm, taken as input the 
information above, is meant to determine, for each k-th possible geometrical configurations that the occurred 
CDC could assume with respect to the FRPs, the NSM shear strength contribution as function of the crack 
opening angle ( )[ ],f k nV tγ  throughout the loading process ( 1:n st t t→ ). Geometrical information in the global 
reference system oxyz  (Fig. 2a) regarding each k-th configuration is stored in the matrix x  that has 
dimension 2k × . The first column stores the value 1,f kx  that is the position of the first strip, for the k-th 
configuration, measured along the x  axis of oxyz  and the second column stores the integer number of strips 
( ,f kN ) crossing the CDC for the k-th configuration. The number (real) of strips that can intersect the CDC, is 
( ), cot cotf real w fN h sθ β= ⋅ + . The number (integer) of strips that can actually cross the CDC can assume two 
values: lfN int,  and 
h
fN int, , differing by one unit and determinable respectively by rounding off realfN ,  to the 
lowest and to the highest integer. In the case in which realfN ,  is an integer, realf
h
f NN ,,int =  and 
1,int, −= realflf NN . The above numbers lfN ,int  and hfN ,int  result to be, in an order not definable a priori and 
function of the values assumed by wh , θ , and fs , an odd and an even number or vice-versa, herein indicated as 
oddfN ,  and evfN , . Even if the possible values of the number of strips that can effectively intersect the crack are 
two only, it is necessary to maintain both the above denominations ( lfN ,int  and 
h
fN ,int  or oddfN ,  and evfN , ) in 
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order to single out more easily the possible configurations assumed by the strips with respect to the crack. In 
particular, in the present work, three geometrical configurations are examined ( 1, 2,3k = ), defined as follows: 
( 1k = ) the minimum number of strips ( ,intlfN ) with the first one located at a distance equal to the spacing from 
the crack origin ( 1,1f fx s= ); ( 2k = ) an even number of strips ( ,f evN ) symmetrically placed with respect to the 
crack axis ( 1,2 ,0.5 sin( ) sin ( 1)f f f ev fx L N sθ β θ= ⋅ ⋅ + − − ⋅⎡ ⎤⎣ ⎦ ); ( 3k = ) an odd number of strips ( ,f oddN ) with the 
central one attaining the maximum length by being located along the crack axis 
( ( )1,3 ,0.5 cot cot ( 1)f w f odd fx h N sθ β= ⋅ ⋅ + − − ⋅⎡ ⎤⎣ ⎦ ). The matrix kF  is also determined for each k-th configuration 
and storing in the first column the position of the i-th strip: 
( ), 1, 1fi k f k fx x i s= + − ⋅               (1)  
and in the second the corresponding value of the available bond length: 
1, ,
,
1, ,
sin
[ ( 1) ]          for   (cot cot )
sin( ) 2
sin
[ ( 1) ]     for   (cot cot )
sin( ) 2
w
f k f fi k
fi k
w
f f k f fi k
h
x i s x
L h
L x i s x
θ θ βθ β
θ θ βθ β
+ − ⋅ ⋅ < ⋅ ++=
− + − ⋅ ⋅ ≥ ⋅ ++
⎧⎪⎨⎪⎩
              (2) 
After having determined the geometry in oxyz , calculations are executed for each k. The following four matrices 
are built: 
• kH  that is a , 2f kN ×  dimensions matrix whose first column stores the position of the i-th strip with respect 
to the assumed crack origin 1 ,i fi kH x= . The second column stores the relevant concrete semi-cone height 
( ), ;cfi k n mL t q  that is the portion of ,fi kL  around which the surrounding concrete has fractured along a semi 
conical surface, as further specified hereafter and that is initialized with zero: 0.0cfiL = ; 
• RL  that is a , 1f kN ×  vector storing, in the i-th cell, the relevant resisting bond length ( ), ;Rfi k n mL t q  that is 
the portion of ,fi kL  still bonded to concrete initialized with the available bond length i.e. , ,Rfi k fi kL L= ; 
• u  that is a , 1f kN ×  vector storing, in the i-th cell, information regarding the state of the relevant strip that is 
if it has already reached its ultimate state ( 1iu = ) or not ( 0iu = ). The initial assumption is made that they do not 
reach their ultimate state; 
• kF  that is a ,f k sN t×  matrix storing the height of the semi-conical fracture surface occurred, if any, for each 
strip of the  k-th configuration. 
After having determined and stored that initial information, for each load step nt ,  the following vector is built: 
 5
• ( )nL tδ  that is a , 1f kN ×  vector storing, in each i-th row, the value of the imposed end slip applied to the 
relevant i-th strip parallel to its orientation Liδ . In the present work it is assumed a linear trend of imposed slip 
along the CDC length (see Fig. 2b). 
Within each step ( 1:n st t t→ ), for each i-th strip ( ,:1 f ki N→ ), the Strip Function determines the current values 
of the strength of the strip parallel to its orientation ( )[ ],p nfi kV tγ , and the up-dated value of the parameters 
providing information regarding the state of the strip i.e.: ( ), 1i k nu t + , ( ), 1Rfi k nL t +  and ( ), 1cfi k nL t + . The 
matrices kH , ,R kL  and ku  are then updated and the NSM shear strength contribution is incremented: 
( )[ ] ( )[ ], , ,2 sinpf k n f k n fi kV t V t Vγ γ β← + ⋅ ⋅              (3) 
The finial output of the main algorithm are the three vectors ,f kV  and the one storing the values of the CDC 
opening angle γ . 
Single strip contribution 
Within the Strip Function (Figs. 5-6), an iterative procedure ( 1:m eq q q→ ) is carried out in order to determine 
the equilibrium condition ( eq ) in the concrete surrounding the i-th strip depending on the imposed end slip 
( ( )Li ntδ ), its current state ( ( )i nu t , ( )Rfi nL t ) and the current state of concrete fracture regarding all of the strips 
( ( )nkH t ). That iteration is performed as long as neither the surrounding concrete has reached equilibrium 
( 0ec = ) nor the strip has ruptured ( 0iu = ). Within each iteration ( mq ) the current value of the transfer length 
( ( ) ( ), ; ;tr i Li n Rfi n mL t L t qδ⎡ ⎤⎣ ⎦ ) is evaluated and scanned to check if the progressive value of the force transferred by 
bond ( ( ) ( ); ; ;bd trfi Li n Rfi n m iV t L t q xδ⎡ ⎤⎣ ⎦ ) is such as to exceed the corresponding value of the concrete fracture capacity 
( cffiV ). The transfer length is evaluated and discretized in dn  ( 1:n dn n n→ ) segments ( ( )1tr dix n × ) by the Bond 
Function that also provides a vector storing the corresponding progressive values of the bond transferred force 
( ( )1bd dfiV n × ). The progressive value of cffiV ,  evaluated in correspondence of the incremental value of the i-th 
strip available bond length ( ( )l c tri fi i nX L x n= + ), is evaluated within the function Concrete Fracture Capacity by 
spreading ctmf  (calculable from cmf  by literature relationships) throughout the semi-conical surface with height 
l
iX , orthogonally to it in each point and integrating according to the following formula (Fig. 6c): 
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( )
( )
,
;
sin
l
fi i
p cf
fi ctm fi
C X
V f dC
α
α= ⋅ ⋅∫               (4) 
where fiC  concisely denotes the semi-conical surface. Eq. (4) can be reduced to the evaluation of the area of the 
semi-ellipse ( fiE ) intersection of the semi-cone with the crack plane as follows (Bianco et al. 2006): 
( )
( )
,
;
sin
l
fi i
p cf
fi ctm fi
E X
V f dE
α
θ β= + ⋅ ⋅ ∫                (5) 
In general, due to the interaction among adjacent strips, ,p cffiV  also depends on the length of the semi-cones that 
have already formed along each thj −  ( ,:1 f kj N→ ) of all the strips as further specified below but, for the 
simplified case in which the thi −  strip is not affected by the interaction with other strips and it results 
orthogonal to the crack plane (Fig. 6c) Eq. (5) simplifies into: ( )220.5cf lctm ifiV f tg Xπ α= ⋅ ⋅ ⋅ ⋅ . After having scanned 
the transfer length and having taken note of the eventual occurrence of concrete fracture ( 1fc ← ) and the height 
of the occurred semi-conical fracture ( liH X← ), one of the following alternatives might be the case: 
• Concrete has fractured ( 1fc = ) but the fracture has not reached the inner tip ( fiH L< ). In that case, it is 
taken note of the up-dated length of the cone ( cfiL H← ), of the resisting bond length ( ( )Rfi fiL L H← − ) and 
iteration is performed ( 1m mq q +← ); 
• Concrete has fractured ( 1fc = ) and the fracture has reached the inner tip ( fiH L= ). Note is taken of the 
updated value of both semi-cone length and resisting bond length, as in the case above, and of the i-th strip 
having reached its ultimate state ( , 1i ku ← ) . The i-th strip shear strength contribution is ( ) ( )p cffi n fi fiV t V L= ; 
• Concrete has not fractured ( 0fc = ) and the actual value of bond transferred force is lower than the strip 
tensile rupture capacity ( ( )bd trfi d fV n V< ). In this case equilibrium in concrete is reached ( 1ec = ) and there is no 
need to iterate and the strip strength can be returned ( ) ( )p bdfi n fi dV t V n= ; 
• Concrete has not fractured ( 0fc = ) and the actual value of bond transferred force is higher or equal to the 
strip tensile rupture capacity ( ( )bd trfi d fV n V≥ ). In this case equilibrium in concrete is reached ( 1ec = ) and there 
is no need to iterate, the strip strength can be returned ( ( )p trn ffiV t V= ) and note can be taken of the strip’s 
reaching its ultimate state ( , 1i ku ← ). 
 7
Progressive bond transferred force 
The Bond Function (Fig. 7) has to return two vectors trix  and 
bd
fiV , both of dimensions 1dn × , storing the 
progressive values ( )tri nx n  of the discretized transfer length ( ), ;tr i Rfi LiL L δ  and the corresponding values of the 
progressive force transferred to the surrounding concrete by bond ( ); ;bd trfi Rfi Li i nV L x nδ⎡ ⎤⎣ ⎦ , respectively. It was 
recently demonstrated (Bianco et. al 2007c, 2008b), also by means of comparison between experimental 
recordings and analytical predictions, that the employment of bond and the successive and progressive loss of 
bond (debonding), by imposing an increasing end slip to an NSM FRP strip, can be thought of as a “constant 
wave” i.e. a constant distribution of slip and tangential stress progressing from the loaded end inwards, towards 
the free extremity (Fig. 8). From an analytical standpoint, for the given value of Liδ , the governing differential 
equation is first solved for an infinite value of the resisting bond length determining the trend of slip ( )xδ , 
tangential stress ( )xτ , axial stress in the strip ( )f xσ  and axial stress along the corresponding transfer length 
( )tr LiL δ . After that, the actual value of the transfer length ( ), ;tr i Rfi LiL L δ  is determined, and then discretization 
and integration are performed. The governing differential equation is the following (Bianco et al. 2007c): 
( )[ ]2 1 12 10 with p f
f f c c
L Ad x J J
A E A Edx
δ τ δ ⎛ ⎞− ⋅ = = ⋅ +⎜ ⎟⎜ ⎟⋅⎝ ⎠
            (6) 
where pL  ( 2 f fb a⋅ + ) is the effective bond perimeter of the strip cross-section, fA ( f fa b⋅ ) is the strip cross 
section area and cA ( 0.5f ws b⋅ ⋅ ) is the area of the cross section of the concrete prism, amount of the surrounding 
concrete on which the strip is glued and attributed to the i-th strip. Eq. (6) is obtained by taking into 
consideration: a) the equilibrium relationships 
( ) ( ) 0f p
f
d x L
x
dx A
σ τ− ⋅ =  and ( ) ( ) 0f f c cx A x Aσ σ⋅ + ⋅ = ; b) the 
constitutive equations for the adhesive layer ( )τ τ δ=  and the two adhering materials ff f duE dxσ = ⋅  and 
c
c c
du
E
dx
σ = ⋅ ; c) kinematic compatibility ( ) ( ) ( )f cx u x u xδ = −  where ( )fu x  and ( )cu x  are the punctual 
displacements of the strip and concrete, respectively. The relationship ( )τ τ δ=  herein adopted (Bianco et. al 
2007c, 2008b) is the following (Fig. 9): 
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( ) ( )
( )
1 0
0 1
1
1 2
1 1 1 2
2 1
2
2 2 2 3
3 2
3
0
0
τ τ
τ δ                  δ δ
δ
τ τ
τ δ δ         δ δ δτ δ δ δ
τ
τ δ δ        δ δ δ
δ δ
                                     δ δ
−⎧ + ⋅ ≤ ≤⎪⎪ −⎪ − ⋅ − < ≤=⎨ −⎪ − ⋅ − < ≤⎪ −⎪ >⎩
                              (7) 
Once the relationship ( )xδ  has been obtained by solving Eq. (6) with the convenient boundary conditions, the 
expressions for the stress in the strip and the tangential stress along this latter can be deduced as follows: 
( ) 2 2with f c cf
c c f f
E E Adx J J
dx E A E A
δσ ⋅ ⋅= ⋅ = ⋅ + ⋅              (8) 
and: 
( ) ( )
2
3 32 with
f f c c
p c c f f
E A E Adx J J
L E A E Adx
δτ ⋅ ⋅ ⋅= ⋅ = ⋅ ⋅ + ⋅             (9) 
Solution of Bond for an infinite resisting bond length 
Elastic phase 
When the imposed end slip is 1δδ ≤Li , the expression of the interfacial slip, obtained by solving Eq. (6) written 
in the local reference system eox  originating in the leftward unloaded extremity of the transfer length (Fig. 8) 
and imposing the boundary conditions 0eδ =  at 0ex =  and e Liδ δ=  at ( )etr LiL δ , is the following: 
( ) 0 11 2 2e ee e e x e x Jx C e C eλ λ τδ λ⋅ − ⋅
⋅= ⋅ + ⋅ −             (10) 
with ( )0 11 2 11 etr e e
tr tr
Le
Li L L
J
C e
e e
λ
λ λ
τδ λ
− ⋅
⋅ − ⋅
⋅⎡ ⎤= + ⋅ − ⋅⎢ ⎥⎣ ⎦ −
, 0 12 12
e eJC C
τ
λ
⋅= − and ( )12 1 0 1
1
J
δ
τ τλ = − ⋅ . By imposing the 
equilibrium condition ( ) ( )
0
e
trL
e e e e
p f f trL x dx A Lτ σ⋅ ⋅ = ⋅∫ , the expression of the transfer length for the first phase can 
be obtained as function of the imposed slip: 
( ) ( ) 1 arcosh
2
e
e
tr Li tr Li e
BL L
A
δ δ λ= = ⋅ ⋅                                                     (11) 
with 0 122
e JA
τ
λ
⋅= ⋅  and 
0 1
2
e
Li
J
B
τδ λ
⋅= + . The transfer length at the end of the elastic phase 1trL  and the 
corresponding value of force transferred to concrete bdV1 , both invariants for given input parameters, are 
obtained imposing 1δδ =Li : 
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( ) ( ) ( )1,1 1 1 1
0
; =
trL
e bd bd e e e e
tr tr pL L V V L x dxδ δ τ= = ⋅ ⋅∫                          (12) 
Softening Phase 
When the imposed end slip is 21 δδδ Li ≤< , the expression for the interfacial slip, obtained by solving Eq. (6) 
written in the reference system sox  originating at the point of the bond length where slip is equal to 1δ  (Fig. 8), 
with boundary conditions 1
sδ δ=  at 0sx =  and s Liδ δ=  at s strx L= , is the following: 
( ) ( ) ( ) 1 11 2 12sin coss s s s s s Jx C x C x τδ β β δβ
⋅= ⋅ ⋅ + ⋅ ⋅ + +          (13) 
with ( ) ( )1 11 1 2
1 cos 1
sin
s s
Li trs
tr
JC L
L
τδ δ βββ
⎧ ⎫⋅ ⎡ ⎤= ⋅ − + ⋅ ⋅ −⎨ ⎬⎣ ⎦⋅ ⎩ ⎭
, 1 12 2
s JC τβ
⋅=−  and ( )( )
2 1
2
1 2 1
1
J
δ δ
τ τβ
−= − ⋅ . The expression of 
the transfer length ( )ListrL δ  corresponding to the amount of the infinite bond length undergoing softening is: 
( ) ( ) ( ) 1 22 2
1 1 arcsin
s
s
tr Li
s s
CL
A B
δ φβ β= ⋅ + ⋅ ⎡ ⎤+⎣ ⎦
            (14) 
with 1
s bdA V= , 1 13s p JB J L τ β
⋅= ⋅ ⋅ , 1 13 1 2s p Li
JC J L τβ δ δ β
⋅⎛ ⎞= ⋅ ⋅ ⋅ − −⎜ ⎟⎝ ⎠  and ( ) ( ) 1 22 2arcsin
s
s s
B
A B
φ =
⎡ ⎤+⎣ ⎦
. The overall 
transfer length, for 21 δδδ Li ≤< , is then: 
( ) ( )1 str Li tr tr LiL L Lδ δ= +               (15) 
The maximum value of the transfer length that can undergo softening and the relevant value of the force 
transferred to the surrounding concrete are the following invariants: 
( ) ( ) ( )2,2 2 2 2
0
; 
trL
s bd bd s s s s
tr tr pL L V V L x dxδ δ τ= = = ⋅ ⋅∫          (16) 
Softening Friction Phase 
When the imposed slip is larger than the value at which softening friction begins, 32 δδδ ≤< Li , the expression 
for the interfacial slip, obtained by solving Eq. (5) written for a reference system sfox  originating at the point of 
the infinite bond length where slip is equal to 2δ  (Fig. 8) and with boundary conditions 2sfδ δ=  at 0sfx =  and 
sf
Liδ δ=  at sf sftrx L=  is: 
( ) ( ) ( )1 2 3sin cossf sf sf sf sf sfx C x C xδ γ γ δ= ⋅ ⋅ + ⋅ ⋅ +                         (17) 
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with ( ) ( ) ( )1 3 3 2
1 cos
sin
sf sf
Li trsf
tr
C L
L
δ δ δ δ γγ= ⋅ − + − ⋅ ⋅⎡ ⎤⎣ ⎦⋅ , 2 2 3
sfC δ δ= −  and ( )3 22
2 1
1
J
δ δ
τγ
−= ⋅ . The expression of the 
transfer length ( )sftr LiL δ  corresponding to the amount of length undergoing softening friction is: 
( ) ( ) ( ) 1 22 2
1 1 arcsin
sf
sf
tr Li
sf sf
CL
A B
δ ψγ γ
⋅= ⋅ + ⋅
⎡ ⎤+⎣ ⎦
          (18) 
with bdbdsf VVA 21 += , ( )233 δδγ −⋅⋅⋅= psf LJB , ( )33 δδγ −⋅⋅⋅= Lipsf LJC and ( ) ( ) 1 22 2arcsin
sf
sf sf
B
A B
ψ = ⎡ ⎤+⎣ ⎦
. 
The overall transfer length, for 32 δδδ Li ≤< , is: 
( ) ( )LisftrtrtrLitr LLLL δδ ++= 21              (19) 
The maximum value of the infinite bond length that can undergo softening friction and the relevant value of the 
force transferred to the surrounding concrete are: 
( ) ( ) ( )3,3 3 3 3
0
;
trL
sf bd bd sf sf sf sf
tr tr pL L V V L x dxδ δ τ= = = ⋅ ⋅∫         (20) 
Free Slipping Phase 
When the imposed slip is larger than the value at which free slipping begins, 3δδ >Li , the expression for the 
interfacial slip, obtained by solving Eq. (5) written for a reference system fsox  originating at the point of the 
bond length where slip is equal to 3δ  (Fig. 8) and with boundary conditions 3fsδ δ=  at 0fsx =  and fs Liδ δ=  at 
fs fs
trx L=  is: 
( ) 1 2fs fs fs fs fsx C x Cδ = ⋅ +                              (21) 
with 31
fs Li
fs
tr
C
L
δ δ−=  and 32fsC δ= . The expression of the transfer length ( )LifstrL δ  corresponding to the amount 
of length undergoing free slipping is: 
( ) bdbdbd LipLifstr VVVLJL 321
3
3 ++
−⋅⋅= δδδ           (22) 
The overall transfer length, for 3δδLi > , and the force transferred by bond to the surrounding concrete, are: 
( ) ( ) ( )3 3
1 1
;fs bd bdtr Li trp tr Li Li p
p p
L L L V Vδ δ δ
= =
= + =∑ ∑            (23) 
Solution of Bond for the actual value of the resisting bond length 
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After having solved the governing differential equation for the actual value of the imposed slip Liδ  and having 
thereby determined the relevant transfer length ( )tr LiL δ  and trend of bond stress ( )xτ  for the case of an infinite 
resisting bond length, the actual value of the transfer length ( ), ;tr i Rfi LiL L δ  is determined as the minimum 
between ( )Rfi nL t  and ( )tr LiL δ . The transfer length is then discretized and the progressive value of force 
transferred by bond is determined by integrating the tangential stress according to the following general 
formulation: 
( ) ( ) ( ) ( )bd tr sf sf sf s s s e e efi i n pV x n L x dx x dx x dxτ τ τ= ⋅ ⋅ + ⋅ + ⋅⎡ ⎤ ⎡ ⎤⎣ ⎦ ⎣ ⎦∫ ∫ ∫       (24)  
where the integration extremities are omitted since they depend on both the phase undergone by the free end and 
the current value of the progressive abscissa ( )tri nx n  along the transfer length (Figs. 7-8). For instance, Eq. (24) 
assumes, for the case b represented in Fig. 8, the following explicit form: 
( ) ( )
( ) ( )
( )2 2
1 0
sf
tr
tr
tr Li tr i
xL
bd tr s s s sf sf sf
fi i p
L L x
V x L x dx x dx
δ
τ τ
− +
⎡ ⎤= ⋅ ⋅ + ⋅⎢ ⎥⎢ ⎥⎣ ⎦∫ ∫ with ( )2 2 2
sf tr sf
i trx x x L< ≤ + and ( ) ( )2 1 2sf tr Li tr trx L L Lδ= − + . 
Concrete Fracture Capacity 
In the most general case in which the i-th strip progressive concrete fracture capacity ( )cf lfi i nV X n⎡ ⎤⎣ ⎦  is influenced 
by the semi-conical fracture surfaces that have already occurred around all of the strips up to that moment 
( ( ); 1,., andcfj n m fkL t q j N j i∀ = ≠ ) (Fig. 6d) its evaluation becomes more complex. Anyway, the simplification 
adopted in Eq. (5) that reduces the evaluation of the semi-conical surface area to the area of the semi-ellipse, 
intersection of the semi-conical surface with the CDC plane, results extremely powerful to correctly quantify 
interaction among strips. In the most general case, (Fig. 11 that represents the situation depicted in Fig. 6d), that 
interaction can be either mono-directional, longitudinal or transversal, or bi-directional. The longitudinal 
interaction can occur when, due to the reduced spacing with respect to the height of the web, the semi-cones 
associated to adjacent strips located at the same side of the web, and consequently their relevant semi-ellipses, 
overlap along their major semi-axis (see for instance the semi-ellipses 1 and 3 of the example of Fig. 11). The 
transversal interaction can occur when, for slender beam cross sections of high w wh b  ratio, the semi-ellipses 
symmetrically placed on the opposite sides of the web, intersect each other along their minor semi-axis (see the 
semi-ellipse 2 of Fig. 11). In this latter case, the area of the i-th semi-ellipse is limited, upwards, by the line 
2wY b= , i.e. the trace, on the CDC plane (with reference system OXY ), of the vertical plane passing through 
the beam axis. In case bidirectional interaction occurred, the area on the CDC plane associated to the i-th strip, 
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would be composed of two terms: nlinfiA , limited upwards by the non-linear branch of the relevant semi-ellipse 
( )iY X  and another, linfiA , limited by the line 2wY b= . Hence, due to the bi-directional interaction, the area of 
the semi-ellipse associated to the i-th strip is calculated as follows: 
( )
( )
;lfi i fi
nlin lin
fi fi fi
E X
dE
α
= +∫ A A               (25) 
Within the function labeled Concrete Fracture Capacity, the two areas linfiA  and 
nlin
fiA  are evaluated by a 
geometrical closed-form algorithm (Bianco et al. 2006) that briefly consists of: (1) writing the equation of each j-
th semi-ellipse associated to the j-th strip’s latest semi-conical fracture surface ( ,:1 f kj N→ ), if it has formed, in 
the CDC reference system, (2) evaluating and storing in some auxiliary vectors the abscissa of the points that 
might constitute integration extremities for the i-th semi-ellipse, (3) suitably selecting the integration extremities 
for both the linear and non-linear integration range of the i-th semi-ellipse and (4) integrating, as hereafter 
specified (Fig. 11). For the sake of brevity, all of the analytical details are herein omitted but they can be found 
elsewhere (Bianco et al. 2006). 
Definition of the geometric quantities in OXYZ  
To easily determine the equations of the semi-ellipses in OXY , the prominent geometrical quantities, for each j-
th strip ( ,1,., f kj N= ), are evaluated and stored in the corresponding j-th row of the G  matrix, of 
dimensions , 8f kN × . The cells relative to those strips for which concrete fracture has not occurred yet, are filled 
with a “non-value” that can be, for instance, an asterisk that has no physical meaning at all. Note in fact, that a 
“non-value” term cannot be zero, for instance, since this latter has a physical meaning representing the position, 
in OXZ , of the assumed crack origin. The columns from the first to the eighth of G  store, respectively (see 
Fig. 11a): the position fjX  of each strip singled out along the OX  axis of the crack plane reference system 
OXY ; the length ja  of the major semi-axis of the resulting semi-ellipse; the value ojX  of the position, along the 
OX  axis, of the center of the j-th semi-ellipse; the fourth and fifth columns store, respectively, the value of the 
abscissa 1Pje  and of the ordinate 2Pje , in the local reference system of the j-th semi-ellipse 1 2 3j j joe e e , of an 
auxiliary point P  necessary to write the equation of the relevant ellipse; the sixth column stores the value of the 
length jb  of the minor semi-axis of the semi-ellipse; the seventh and eighth columns store respectively the 
values of the position, along the OX  axis, of the leftward 1 jv  and of the rightward 2 jv  vertices of the 
semi-ellipse along its major axis. 
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Determination of the coefficients of the semi-ellipses 
The equation of a generic j-th semi-ellipse ( )jY X  in the crack plane reference system has to be determined: 
( ) ( )21 3 4
2
j j j
j
j
E X E X E
Y X E
⋅ + ⋅ +=+ −             (26) 
For this purpose, the coefficients 1jE , 2jE , 3jE , 4jE of the j-th semi-ellipses are evaluated and stored in the j-th 
row of the E  matrix that has , 4f kN ×  dimensions. 
Determination of the auxiliary vectors of integration points 
It is worth determining, even if they are not strictly necessary for the implementation of the algorithm, some 
auxiliary vectors i.e. 1pX , 2pX , qX , eY , M , N , Q  since they condense some operations that, otherwise, should 
be repeated several times. 1pX  and 2pX  are two ,1 f kN×  dimension vectors containing, respectively, the 
abscissa of the first, 1pijX , and second, 
2p
ijX , intersection points, if actually existing, between the i-th and each 
other j-th semi-ellipse. For the sake of generality, the case in which the two semi-ellipses should intersect each 
other in two points is envisaged. The cell corresponding to a non-existent intersection is filled with a “non-
value”. qX  is a 1 2×  dimensions vector containing the abscissa of the left 1qiX  and right 2qiX  intersection, if 
actually existing, of the i-th semi-ellipse with the straight line 2wY b= . eY  is a 1 2×  dimensions vector 
containing, the ordinate values 1
e
iY  and 2
e
iY  assumed by the i-th semi-ellipse in correspondence of 0X =  and 
dX L= , respectively, if the semi-ellipse actually passes through those abscissa values. 
M , N , Q  are ,1 f kN×  dimension matrices containing, respectively, the coefficients ijM , ijN  and ijQ  with 
,1,., f kj N= , calculated as follows:  
11
2 2
jl
lj
l j
EE
M
E E
⎡⎛ ⎞⎤= −⎜ ⎟⎢ ⎥⎜ ⎟⎣⎝ ⎠⎦
; 33
2 2
jl
lj
l j
EE
N
E E
⎡⎛ ⎞⎤= −⎜ ⎟⎢ ⎥⎜ ⎟⎣⎝ ⎠⎦
; 44
2 2
jl
lj
l j
EE
Q
E E
⎡⎛ ⎞⎤= −⎜ ⎟⎢ ⎥⎜ ⎟⎣⎝ ⎠⎦
            (27) 
where 1iE , 2iE , 3iE , 4iE  and 1jE , 2jE , 3jE , 4jE  are, respectively, the coefficients of the i-th and j-th semi-ellipses 
stored in the relevant rows of the E  matrix. 
Determination of the integration points in the non linear range nlinX  
nlinX  is a 1 nlinn×  dimensions vector containing the couples of abscissa values constituting limits of the 
integration intervals for the i-th semi-ellipse equation ( )iY X  where nlinn  is the maximum number of real values 
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of integration limits for the i-th semi-ellipse (an even number). To evaluate nlinX , five other auxiliary vectors 
1nlinX , 2nlinX , 3nlinX , 4nlinX , 5nlinX  have to be determined, based on both the auxiliary ones 
1pX , 2pX , qX , eY , M , N , Q , output of the previous block of calculations, and the matrix of the semi-ellipses 
geometrical properties, G . 
1nlinX  and 2nlinX  are two 1 fkN×  dimensions vectors containing the abscissa values 1nlinijX  and 2nlinijX , amongst 
those already calculated and stored, respectively, in the auxiliary vectors 1pX  and 2pX , that effectively 
constitute useful integration limits for the i-th semi-ellipse equation. The explicit analytical details of the 
acceptance condition can be found elsewhere (Bianco et al. 2006). Cells corresponding to a discarded point are 
filled with a “non-value”. 
3nlinX  is a 1 2×  vector containing, in the first and second cell, 31nliniX  and 32nliniX , the abscissa values of the left 
and right intersection points of the i-th semi-ellipse with the straight line 2wY b=  that result effective for the 
integration of the corresponding equation ( )iY X . 
4nlinX  is a 1 2×  dimensions vector containing, in the first cell, the null abscissa value, 41 0nliniX = , and the crack 
length dL  in the second cell, 
4
2
nlin
i dX L= , if those values result to be effective integration limits for the relevant 
semi-ellipse ( )iY X .  
5nlinX  is a 1 2×  dimensions vector containing the abscissa of the vertices of the major semi-axis of the i-th 
semi-ellipse that constitute effective integration extremities for the i-th ellipse. The first and second cell term, 
5
1
nlin
iX  and 
5
2
nlin
iX  of the 
5nlinX  vector have to be set equal to the term 7iG  and 8iG , respectively, stored in the 
seventh column cell of the corresponding i-th row of the matrix G  if they satisfy the acceptance conditions. 
The number of columns of the nlinX  vector, nlinn , is equal to the maximum number of real abscissa values 
constituting effective integration limits for the i-th semi-ellipse equation, i.e.: 
{ }1 2 3 4 5realnumbers ; ; ; ;nlin nlin nlin nlin nlin nlini i i i in X X X X X=               (28) 
The nlinX  matrix is then built by joining the effective terms, discarding the “non-values”, present in the auxiliary 
vectors 1nlinX , 2nlinX , 3nlinX , 4nlinX , 5nlinX  and sorting them in increasing order. For instance, the vector nlinX  
for the second strip of Fig. 11 is ( ) 121 22 231 4 0.0nlin q q pX X X X= × = ⎡ ⎤⎣ ⎦ . 
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Determination of the integration points in the linear range linX  
linX  is a 1 linn×  dimensions vector containing the couples of abscissa values constituting limits of the integration 
intervals, in correspondence of the i-th semi-ellipse, of the equation 2wY b=  where linn  is the maximum 
number of real values of integration limits for the i-th semi-ellipse (an even number). To evaluate linX , four 
other auxiliary matrices 1linX , 2linX , 3linX , 4linX  have to be determined, based on the auxiliary ones 1pX , 
2pX , qX , eY , M , N , Q , already built. 
1linX  and 2linX  are two ,1 f kN×  dimensions vectors containing, the abscissa values, amongst those already 
calculated and stored in the auxiliary vectors 1pX  and 2pX , respectively, that effectively constitute useful 
integration limits for the linear range ascribed to the i-th semi-ellipse. The general j-th cell 1/2linijX  of the 
1/2linX  
vector is set equal to the corresponding term 1/2pijX  of the corresponding auxiliary vector 
1/2pX  if 1/2pijX  is such 
as to satisfy, for the i-th semi-ellipse, the acceptance conditions (Bianco et al. 2006). Note that 1/2pijX  represents 
the two possible solutions, 1pijX  and 
2p
ijX . 
3linX  is a 1 2×  dimensions vector containing, in the first and second columns, 31liniX  and 32liniX , respectively, 
the abscissa values of the left 1
q
iX  and right 2
q
iX  intersection points of the i-th semi-ellipse with the straight line 
2wY b=  that result effective for the integration of the corresponding equation 2wY b= .  
4linX  is a 1 2×  dimensions vector containing, in the first cell, the null abscissa value, 41 0liniX = , and the dL  
value in the second cell, 42
lin
i dX L= , if those values result to be effective integration limits for the linear range 
ascribed to the i-th semi-ellipse. 
The number of columns of the linX  matrix, linn , is equal to the maximum number of real abscissa values 
constituting effective integration limits for the corresponding i-th semi-ellipse in the linear range, i.e.: 
{ }1 2 3 4realnumbers ; ; ;lin lin lin lin lini i i in X X X X=           (29) 
The linX  matrix is then built by joining the effective terms, discarding the “non-values” present in the auxiliary 
vectors 1linX , 2linX , 3linX , 4linX , and sorting them in increasing order. For instance, the vector linX  for the 
second strip of Fig. 11 becomes 21 22
lin q qX X X= ⎡ ⎤⎣ ⎦ . 
Determination of the area and strength 
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The non-linear area nlinfiA  ascribed to the i-th semi-ellipse, is equal to: 
( ) ( ) ( )
( )
( )2 4
1 3
1
...
nlin
nlinnlin nlin i n
i i
nlin nlin nlin
i i nlini n
X
X X
nlin
fi i i i
X X X
Y X dX Y X dX Y X dX
−
= ⋅ + ⋅ + + ⋅∫ ∫ ∫A             (30) 
For the sake of brevity, the expression of the exact integration of the equation of the semi-ellipse is omitted but it 
can be found elsewhere (Bianco et al. 2006). The term linfiA  can be obtained from: 
( )
( )2 4
1 3 1
.....2 2 2
lin
linlin lin i n
i i
lin lin lin
i i lini n
X
X X
lin w w w
fi
X X X
b b bdX dX dX
−
= ⋅ + ⋅ + ⋅∫ ∫ ∫A           (31) 
Note that in the above Eqs. (30) and (31) the abscissa values, already stored in nlinX  and linX , respectively, have 
to be considered integration limits by pairs in sequence. 
Model Appraisal 
The proposed model was applied to the RC beams tested by Dias et al. (2007) and by Dias and Barros (2008). 
The beams tested in those experimental programs were T cross-section RC beams characterized by the same test 
set-up, the same amount of longitudinal reinforcement, the same kind of CFRP strips and epoxy adhesive and 
they differed for the mechanical properties of concrete. In fact, the former experimental program was 
characterized by a concrete mean tensile strength cmf  of 18.6 MPa while the latter by 31.1 MPa. Both series 
presented different configurations of NSM strips, in terms of both inclination β  and spacing fs  and the former 
program also included beams characterized by a different amount of existing steel stirrups. The details of the 
beams taken as basis of the appraisal are listed in Table 1. Those beams are characterized by the following 
common geometrical and mechanical parameters: 180wb mm= ; 300wh mm= ; 2952fuf MPa= ; 
166fE GPa= ; 1.4fa mm= ; 10.0fb mm= . The parameters characterizing the adopted local bond stress-slip 
relationship, being the average values of those obtained in a previous investigation (Bianco et al. 2007c and 
2008b) are: 0 2.0 MPaτ = ; 1 20.1 MPaτ = ; 2 9.0 MPaτ = ; 1 0.07 mmδ = ; 2 0.83 mmδ = ; 3 14.1 mmδ = . The 
CDC inclination angle θ  adopted in the simulations plotted in Fig. 12 is the one experimentally observed and 
reported in Table 1. The angle α  was assumed equal to 28.5°, being the average of values obtained in a previous 
investigation (Bianco et al. 2006) by back analysis of experimental data. The two parameters characterizing the 
loading process are: 0.01γ = °  and max 1.0γ = ° . Concrete average tensile strength ctmf  was calculated from the 
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average compressive strength by means of the formulae present in the CEB Fib Model Code 1990 resulting in 
1.45 MPa and 2.45 MPa for the former and latter series of beams, respectively. 
Comparison between the numerical results and experimental recordings, for the beams listed in Table 1, are 
plotted in Fig. 12. From that comparison, a satisfactory data-fitting performance of the proposed model, in terms 
of prediction of the NSM shear strength contribution ,f kV  arises, regardless of the different concrete mechanical 
properties, inclination of the strips, their spacing along the beam axis and amount of existing stirrups. 
It has to be outlined that the difference between the peak value of fV , obtained for the three different 
configurations, and consequently the dispersion of the numerical predictions with respect to the experimental 
recording, increases by reducing the spacing between adjacent strips (see Fig. 12).  
The typical graph of shear strength contribution as function of the CDC opening angle ( )[ ]f nV tγ  is 
characterized by abrupt decays which correspond to the failure of the strips. The peculiar behavior of a RC beam 
strengthened in shear by NSM technique can be easily explained referring to one of those beams as for instance 
the beam labeled 2S-7LI45-II whose cracking scenario, both numerically predicted and experimentally recorded 
is reported in Fig. 13. The first strips to fail are those characterized by shorter available bond lengths that 
generally fail in the first stages of the loading process, like for instance: the 1st ( 0.02γ = ° ) and the 5th 
( 0.03γ = ° ) of the 1st configuration (Fig. 13a); the 1st and 6th ( 0.01γ = ° ) and the 2nd ( 0.02γ = ° ) of the 2nd 
configuration (Fig. 13b). Those failures are not so evident in the corresponding graph (Fig. 12) since, in the first 
load steps, the contribution provided by the strips with a higher available bond length is increasing and relatively 
much higher. When a strip fails at a higher stage of the loading process, the corresponding decay in the load 
carrying capacity, is much more evident, like happens, for instance: for the 2nd strip of the 1st configuration at 
0.07γ = ° , the 3rd of the 2nd configuration at 0.07γ = °  or the 3rd strip of the 3rd configuration at 0.19γ = ° . 
The first two ones are mixed shallow-semi-cone-plus-debonding failures and the third is characterized by a semi-
conical concrete fracture that reaches the inner tip. After those failures, the corresponding graphs, present a 
different trend: in the first two cases, a maximum relative follows meanwhile, in the third, the shear carrying 
capacity goes on diminishing in a smooth way. The former behavior is due to the fact that, when the last fracture 
occurs, that is the mixed failure of the 2nd and 3rd strip respectively, the remaining strips still have a resisting 
bond length higher than the required transfer length and their contribution can still increase before gradual 
complete debonding follows. The latter is due to the fact that, when the 3rd central strip fails, the 2nd and the 4th, 
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had already failed by mixed failure so as, the overall carrying capacity goes on diminishing up to the complete 
debonding of their left resisting bond lengths.  
The numerical modeling strategy herein proposed also lets parametric studies be carried out in order to assess the 
influence of all of the involved parameters on the NSM shear strength contribution. Herein, for the sake of 
brevity, only a small parametric study is presented (Fig. 14a-b) that aims at singling out, even by means of the 
comparison between numerical predictions and experimental recordings, the influence of the spacing for beams 
with strips at 60° and with two different kinds of concrete. It arises that, as expected, the higher the concrete 
mechanical properties, the higher the shear carrying capacity, for the same value of spacing between adjacent 
strips. It can also be gathered that, by reducing the spacing between adjacent strips, due to the increase of the 
number of strips effectively crossing the CDC, the shear strength contribution increases even if, as highlighted in 
Fig. 14c for the 3rd configuration only (with 60 ; 31.1cmf MPaβ = ° = ) the smaller the spacing, the higher the 
group effect. This latter can be defined as the decrease of shear strength contribution with respect to an ideal 
situation in which, the same system of strips, characterized by the real value of the spacing fs , the same 
available bond lengths and the same imposed end slips, are spaced out, along the CDC, at such an extent that 
they do not interact any longer between each other. The corresponding increase in shear strength contribution 
increases up to a maximum ideal value beyond which, any further increase of the ideal spacing between adjacent 
strips does not produce any further increase in carrying capacity. That can be also gathered from Fig. 13d in 
which the ideal trend is plotted as function of the ideal spacing for the real configuration of strips at 75fs mm= . 
The detrimental group effect increases by reducing the spacing between strips (Fig. 14c). 
 
Conclusions 
The need to provide a rational explanation to the observed peculiar failure mode affecting the behavior, at 
ultimate, of RC beam strengthened in shear by the NSM technique led to the development of a comprehensive 
numerical model for simulating the NSM shear strength contribution throughout the loading process. The 
upgraded version of that model was herein presented. The comparison between the numerical predictions and the 
experimental recordings showed the high level of accuracy of the proposed model especially if it is taken into 
consideration that: the model neglects the softening behavior of concrete in tension, the high scatter affecting 
concrete tensile strength and, on the contrary, the simplified and indirect way in which it was herein calculated. 
The application of that model also let some complex phenomena such as the group effect between adjacent strips 
to be pinpointed. Despite its relative complexity, the proposed model can be usefully applied to single out 
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interesting information for designers interested in applying such front-line technique. At the same time, it can be 
conveniently summarized into a simplified closed-form design formula for practitioners.  
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TABLE CAPTIONS 
Table 1. Values of the parameters characterizing beams adopted to appraise the proposed model. 
 
 
Table 1. Values of the parameters characterizing beams adopted to appraise the proposed model. 
Beam  
Label 
Series 
expθ
° 
β  
° 
fs  
mm 
cmf  
MPa 
Steel  
Stirrups 
max
,1fV  
kN 
max
,1fV  
kN 
max
,1fV  
kN 
exp
fV  
kN 
2S-5LV-I 
Dias & 
Barros  
(2006)  
40 90 160 31.1 F6/300mm 52.33 26.42 55.34 25.20 
2S-8LV-I “ 36 “ 100 “ “ 68.58 58.88 64.33 48.60 
2S-3LI60-I “ 33 60 325 “ “ 50.69 18.90 51.68 35.40 
2S-7LI60-I “ 33 “ 139 “ “ 52.98 63.07 67.58 54.60 
2S-4LI45-II 
Dias et al. 
 (2007) 
40 45 275 18.6 F6/300mm 25.06 21.89 37.30 33.90 
2S-7LI45-II “ 30 “ 157 “ “ 49.36 47.13 45.95 48.00 
4S-4LI45-II “ 40 “ 275 “ F6/180mm 25.06 21.89 37.3 26.04 
4S-7LI45-II “ 40 “ 157 “ “ 40.58 37.48 40.63 31.56 
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FIGURE CAPTIONS 
 
Fig. 1. Possible failure modes of an NSM FRP strip: (a) debonding, (b) laminate tensile rupture, (c) concrete 
semi-conical fracture, (d) mixed shallow semi-cone plus debonding. 
Fig. 2. RC beam web: a) axonometric view of the adopted schematization and b) shear loading process. 
Fig. 3. Interaction among adjacent strips: a) axonometric view and b) section parallel to the CDC plane. 
Fig. 4. Main algorithm: flow chart. 
Fig. 5. Strip Function: flow chart. 
Fig. 6. Strip Function: (a-b) iterative procedure for searching the equilibrium condition in the surrounding 
concrete; (c) evaluation of the progressive concrete fracture capacity for a single slip in a simplified case and (d) 
in presence of interaction between adjacent strips not orthogonal to the CDC plane. 
Fig. 7. Flow chart of the Bond Function. 
Fig. 8. Invariant bond wave: (a) evaluated for an infinite bond length; progressing from the loaded end to the free 
extremity for successive values of the imposed end slip ( )Li ntδ  (b1) and ( )1Li ntδ +  (b2). 
Fig. 9. Assumed local bond stress-slip relationship. 
Fig. 10. Concrete Fracture Capacity Function: flow chart. 
Fig. 11. CDC plane: (a) geometrical quantities in OXY  and the ellipse local reference system 1 2j j jo e e ; (b) 
abscissa values necessary to evaluate the i-th ellipse both Linear linfiA and Non Linear area 
nlin
fiA . 
Fig. 12. Appraisal of the proposed model for the beams tested by Dias and Barros (2008) and by Dias et al. 
(2007). 
Fig. 13. Craking scenario regarding beam 2S-7LI45-II: numerical result for k = 1 (a), k = 2 (b), k = 3 (c), and 
experimental post-test pictures (d-f). 
Fig. 14. Comparison between numerical and experimental results: as function of the spacing between adjacent 
strips at 60° for concrete fcm 31.1 MPa (a) and fcm 18.6 MPa (b); group effect for the 3rd configuration (concrete 
fcm 31.1 MPa and β 60°) (c) and ideal shear strength contribution for a system of NSM with spacing 75 mm (d). 
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Fig. 1. Possible failure modes of an NSM FRP strip: (a) debonding, (b) laminate tensile rupture, (c) concrete 
semi-conical fracture, (d) mixed shallow semi-cone plus debonding. 
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Fig. 2. RC beam web: a) axonometric view of the adopted schematization and b) shear loading process. 
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Fig. 3. Interaction among adjacent strips: a) axonometric view and b) section parallel to the CDC plane. 
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Fig. 4. Main algorithm: flow chart. 
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Fig. 5. Strip Function: flow chart. 
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Fig. 6. Strip Function: (a-b) iterative procedure for searching the equilibrium condition in the surrounding 
concrete; (c) evaluation of the progressive concrete fracture capacity for a single slip in a simplified case and (d) 
in presence of interaction between adjacent strips not orthogonal to the CDC plane. 
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Fig. 7. Flow chart of the Bond Function. 
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Fig. 8. Invariant bond wave: (a) evaluated for an infinite bond length; progressing from the loaded end to the free 
extremity for successive values of the imposed end slip ( )Li ntδ  (b1) and ( )1Li ntδ +  (b2). 
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Fig. 9. Assumed local bond stress-slip relationship. 
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Fig. 11. CDC plane: (a) geometrical quantities in OXY  and the ellipse local reference system 1 2j j jo e e ; (b) 
abscissa values necessary to evaluate the i-th ellipse both Linear linfiA and Non Linear area 
nlin
fiA .   
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Fig. 12. Appraisal of the proposed model for the beams tested by Dias and Barros (2008) and by Dias et al. 
(2007). 
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Fig. 13. Craking scenario regarding beam 2S-7LI45-II: numerical result for k = 1 (a), k = 2 (b), k = 3 (c), and 
experimental post-test pictures (d-f). 
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Fig. 14. Comparison between numerical and experimental results: as function of the spacing between adjacent 
strips at 60° for concrete fcm 31.1 MPa (a) and fcm 18.6 MPa (b); group effect for the 3rd configuration (concrete 
fcm 31.1 MPa and β 60°) (c) and ideal shear strength contribution for a system of NSM with spacing 75 mm (d). 
